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The device location should start 

from the top of the vaginal opening 

and cover the area above it. 

Notice not to cover or enter the 

vaginal opening with the device, 

that position is too low, and needed 

to reinstall the device. 

Wash your hands with water and soap and put on 

clean disposable gloves.

Prepare the equipment in advance according to 

the list below. Make sure you keep the equip-

ment in a clean area.

1) UriCap Female device 

2) Extension tube 

3) Urine bag

4) Gauze & physiological saline solution

5) Water based lubricant 

6) Medical Tape 

To avoid discomfort during 

application of the device, a 

small amount of water-base 

lubricant can be applied to 

the lower tip of the device.

Installing the UriCap Female  Before installation

Assembly

Tip

UriCap Female position

Removal 

A. Wet a small gauze 

pad with a physiolog-

ical saline solution 

and clean the area of 

vagina vulvae from 

top to bottom.

B. Carefully spread 

open both the  outer 

and inner labia  with 

your non dominant 

hand.

C. Hold the device 

with your dominant 

hand in the recom-

mended holding 

position.

D. Fit the bottom of 

UriCap to the top of 

the vaginal opening 

and flip it in. 

Lightly push in the 

UriCap to ensure that 

there is full contact 

with the skin.

E. Close the outer labia 

around the UriCap, and 

only then release the 

dominant hand.

F. Secure the Extension 

Tube to the inner thigh 

with medical tap, make 

sure to leave enough 

slack, the urine bag 

tube should pass in 

between the legs to 

behind the knee.

G.  Spread apart the  outer and inner labia. 

Gently peel the device from the top of the device cap 

all the way down and remove it.  This way the adhe-

sion is released without  discomfort.

Caution : Don’t pull the device straight out. It may 

cause  discomfort and damage to the tissue.

1. Attach the Extension Tube connector to the 

device’s Tube.

2. Attach a standard urine bag to the Extension 

Tube.
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